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Impact on Mechanical Design No

Impact on Software Compatibility Possible

Impact on Driver No (Driver is the same for current/new LAN chip)
Impact on BIOS No

Impact on Environment Characteristics No

Impact on Board Certifications Nete No

Physical Outlook Change No

Ordering P/N Change Yes
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Announcement Last Shipment
Important Date Description Date
Announcement Announcement of this document 8/3/2022

Acceptable shipment date before LTB. The order with requesting DD

Last Shi t 12/31/2022
ast Shipmen after this date will not be accepted. [31/20
(3) TR IRER
End of Life Product Suggested Replacement Available Date for New P/Ns
(i211-AT SKU) Product
(i210-AT SKU)
PCE-2029-02A1 PCE-2029-00A1 MP already
PCE-2129-02A1 PCE-2129-00A1 MP already
PCE-2032-02A1 PCE-2032-00A1 MP already
PCE-2132-02A1 PCE-2132-00A1 MP already
1410023117-01 (1211AT) 1410022540-02  (I1210AT)
Operation temp. 0°Cto 70°C 0°Cto 70°C
Throughput 1Gbps 1Gbps
System Interface Type PCle v2.1 (2.5 GT/s) PCle v2.1 (2.5 GT/s)
Jumbo Frames Support Yes Yes
Device disable capability Yes Yes
Package (mm x mm) 9x9 9x9
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E-mail: ajp_callcenter@advantech.com

TEL: 0800-500-1055 (ZU—4117)L) FAX: :03-6802-1022
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