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ASMB-816-00A1
ASMB-8161-00A1
ASMB-816T2-00A1
ASMB-816T2-00A1U
ASMB-976-00A1
ASMB-976T2-00A1
ASMB-976T2-00A1U
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Impact on Mechanical Design No

Impact on Software Compatibility Possible
Impact on Environment Characteristics No

Impact on Board Certifications No

Physical Outlook Change No
Ordering P/N Change No

Cut-in Implement Cut-in#3 (Open W/0)
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(3) ZEEEWRI>1-)
ECOM Estimated Cut-in Change
Affected Models . o
Number Effective Date Implement Description
1. Change BIOS V2.01 (1420053907) to
V3.00 (1420057923)
ASMB-816-00A1 2. Change DIMM slot connector with G15u
ASMB-8161-00A1 ECOM- Sep 2023 o W/0 (1651002528-04) to with G30u
e en
ASMB-816T2-00A1 204238 P P (1651003609-01)
ASMB-816T2-00A1U 3. Change DIMM slot connector with G15u
(1651003163-01) to with G30u
(1651003608-01)
1. Change BIOS V2.01 (1420053908) to
V3.00 (1420057922)
2. Change DIMM slot connector with G15u
ASMB-976-00A1 .
ASMB-076T2-00A1 ECOM- Sep 2023 o W/O (1651002528-04) to with G30u
204238 ep pen W/ (1651003609-01)
ASMB-976T2-00A1U .
3. Change DIMM slot connector with G15u
(1651003163-01) to with G30u
(1651003608-01)
(3)EEFHIRER
Current New Outlook
Affected Models Category . EE
Component Component Difference
1. Improve memory training process.
2. Update microcode for a potential
security vulnerability in some 3rd
generation Intel Xeon Scalable
processors. (INTEL-TA-00730)
1420053907 1420057923 .
ASMB-816 BIOS No 3. Update SPS firmware for a
(V2.01) (V3.00) i , o
potential security vulnerability in
the Intel Server Platform Services
(SPS) firmware. (INTEL-TA-00718)
4. Add control option to support
HDD with large capacity.
1651002528- | 1651003609- o
ASMB-816 o4 01 Hardware No 1. Improve memory compatibility
1651003163- 1651003608- o
ASMB-816 o1 o1 Hardware No 1. Improve memory compatibility
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Improve memory training process.
Update microcode for a potential
security vulnerability in some 3rd
generation Intel Xeon Scalable
processors. (INTEL-TA-00730)

ASMB-976 1420053908 1420057922 BIOS N Update SPS fi f
. ate irmware for a
(v2.01) (v3.00) ° plare . .
potential security vulnerability in
the Intel Server Platform Services
(SPS) firmware. (INTEL-TA-00718)
Add control option to support
HDD with large capacity.
1651002528- 1651003609- .
ASMB-976 04 o1 Hardware No Improve memory compatibility
1651003163- 1651003608- o
ASMB-976 o1 o1 Hardware No Improve memory compatibility

B, AZTEANCEIDHBHEE(E. ROLDICHEANELET.

o SERIBEERNSIBASNLES

—  BRGERIEERRASRIVEDE <20,

o CEEAVZRVEEFERIEERADNSRVMEE, BN SERIBASNSZS
— HFEHREONEZESEVEDE IS0,

7RI Ty OMASHN—T 5 08D
T111-0032FKREEHRXXE6-16-3

E-mail: ajp_callcenter@advantech.com
TEL: 0800-500-1055 (ZU—%-717)L) FAX: :03-6802-1022



http://www.advantech.co.jp/

